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.\ British Designed and Manufactured
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Forestry Commission
Merlin Stoves
is an approved supplier
to the Forestry Commission

Selected Merlin Models
DEFRA approved
for use in smokeless zones

British design, manufactured
and assembled in the UK
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To become an official Merlin Stoves
dealer please contact our exclusive
Trade Partner:

e

SOURCING INNOVATION,
DELIVERING EFFICIENCY

TEP, Units 3 & 4, Clarence Avenue
Trafford Park, Manchester, M17 1QS

Website: www.teptrade.co.uk
Email: merlin@teptrade.co.uk
Office: 0161 877 6974

Free Phone: 0800 772 0352
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UPON REQUEST

e Boilers for hot water and central heating.

e Wide selection of colours including Honey-Glo

Brown, Shimmering Rose and Metallic Blue.

® Door handle and knobs available to match body

colour.

® Log Box.
e Warp-resistant, laminated baffle plate.

e Additional options and accessories.

CUSTOMER ASSURANCE

This exclusive range of stoves will only be available
at selected retail outlets throughout the UK and
Europe. Each retailer will be able to offer customers
their full technical expertise in selecting the stove
to suit each individual requirement, from the
showroom right through to installation and
commissioning the stove in the comfort of their
own home.

MERLIN GUARANTEE

All Merlin Multi-fuel Stoves manufactured in the UK
post 2015 carry a lifetime guarantee on the main body
and cast Iron grate.

All other parts are fully serviceable please refer to the
installation manual for more detailed information.

Merlin Stoves Ltd

Foregates, Holmer, Hereford HR4 9RJ, England
T:01432 360016

F: 01432 360016

E: sales@merlinstoves.co.uk
www.merlinstoves.co.uk

Your Merlin Stove Dealer:

merlin

multi-fuel stoves

ADVANCED TECHINOLOGY
KepT Simple
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Rapid Air Movement (RAM) can be achieved The uniquely engineered baffle plate aids

in seconds, enabling the instant lighting of efficiency and keeps the glass clean.
the stove. Within moments ' It is easily removed
without disturbing the
fire bricks.

The Merlin range of stoves has been carefully
designed and crafted to perfection,
meeting the ever increasing
market demand for a highly
efficient and environment
friendly home heat source.

CONSTRUCTION & PERFORMANCE

The revolutionary (patent pending)

triple chamber construction and

low-draught starting, make
the Merlin range unique on

the market when it comes to

/ performance, efficiency and

/ low emissions.

the firebox can be
transformed into a
spectacular, unobstructed
living flame. RAM ensures
clean combustion and clean
flames to bring warmth into
the room within minutes.

A warp-resistant,
laminated version is

available upon request.
The clean and

uncomplicated lines of
these British designed,
unique stoves, defy
both contemporary
and traditional labels.

All together chimney sweep
and environment friendly.

Simply elegant on the outside,
they are extremely robust and
powerful on the inside. Engineer
designed, using up to date

technology, ensures that these
easily controlled stoves run
efficiently in all weather conditions.

Our single component swivel flue TN\ | The Slimline,
is installer friendly, . Slimline Plus and Midline
A designed for rapid models can be fitted with a
top or rear exit. special adaptor collar to allow use of 125mm
flue instead of the standard 150mm flue.

Always assured of a
welcoming clear view of the fire,
these aesthetically pleasing stoves

The newest addition to the range,
= The Merlin Slimline, Slimline Plus and Midline models the Merlin Woodline, is specifically
7 are approved by DEFRA for use in Smoke Control Areas. designed to burn wood only.

LOG BOX OPTION

Each of our
) , .

SLIMLINE < SLIMLINE PLUS - MIDLINE g WOODLINE MIDLINE PLUS STANDARD ' CLASSIC WIDESCREEN : Merlin stoves
Width 430mm Width 555mm Width 430mm Width 555mm Width 555mm Width 490mm Width 640mm Width 790mm can be su pp"ed
Height 586mm (with moulded legs) Height 586mm (with moulded legs) Height 586mm (with moulded legs) Height 586mm (with moulded legs) Height 586mm (with moulded legs) Height 698mm (with moulded legs) Height 698mm (with moulded legs) Height 698mm (with moulded legs)

796mm (with moulded log box) 796mm (with moulded log box) 796mm (with moulded log box) 796mm (with moulded log box) 796mm (with moulded log box) 908mm (with moulded log box) 908mm (with moulded log box) 908mm (with moulded log box) as free sta nding
Depth 335mm Depth 335mm Depth 450mm Depth 335mm Depth 450mm Depth 385mm Depth 385mm Depth 385mm ith lded
Weight 86kg Weight 110kg Weight 107kg Weight 100kg Weight 128kg Weight 118kg Weight 137kg Weight 176kg with moulde
Flue Spigot 150mm diameter, or 125mm with Flue Spigot 150mm diameter, or 125mm with Flue Spigot 150mm diameter, or 125mm with Flue Spigot 150mm diameter, top or rear exit Flue Spigot 150mm diameter, top or rear exit Flue Spigot 150mm diameter, top or rear exit Flue Spigot 150mm diameter, top or rear exit Flue Spigot 150mm diameter, top or rear exit Iegs or with its

adaptor, top or rear exit adaptor, top or rear exit adaptor, top or rear exit own moulded
Heat Output Up to 6kW (4kW nominal tested) Heat Output Up to 7kW (4.5kW nominal tested) Heat Output Up to 8kW (4.8kW nominal tested) Heat Output Up to 7kW (4.5kW nominal) Heat Output Up to 11kW (9kW provisional) Heat Output Up to 10kW (8.2kW nominal tested) Heat Output Up to 12kW (9.2kW nominal tested) Heat Output Up to 16kW (12.5kW nominal tested) log box

No air brick required No air brick required No air brick required No air brick required 9 ‘




